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Size (Sq.mm) Configuration
Rate per Coil of 

90 mtr

1.00 14/0.3 1310

1.50 22/0.3 1876

2.50 36/0.3 3023

4.00 56/0.3 4508

6.00 84/0.3 6515

100 Mtr. 305 Mtr. 100 Mtr. 305 Mtr. 100 Mtr. 305 Mtr.

1646 5018 2197 6704 5112 15592

100 Mtr. 305 Mtr. 100 Mtr.

2233 6813 2929

1 PAIR 2 PAIR 3 PAIR 4 PAIR 5 PAIR 10 PAIR 20 PAIR

644 1193 1723 2283 2813 5487 11013

1 PAIR 2 PAIR 3 PAIR 4 PAIR 5 PAIR 10 PAIR 20 PAIR

442 790 1168 1483 1888 3519 7080

GST : The above prices are exclusive of GST.

Packing      : Order should be in Standard box packing.

Freight        : Value upto Rs.2,00,000/- on 'TO-PAY' basis,

: Value above Rs.2,00,000/- on 'PAID' basis 

Note: This is Revised Price List, hence all previous Price List & Discount will not be considered.

RR GLOBAL COMPANY

* LS0H - Conductor Conforming to IEC 60228 & Insulation Conforming to EN 60332-1-2 & 3, EN 60754-

1 & 2.

LIST PRICE

FIREX LS0H : RR Kabel make Single Core unsheathed Electrolytic annealed 

multistrand bare copper conductor Low Smoke Zero Halogen (LS0H) Insulated 

Industrial Cables in Voltage grade upto and including 1100 Volts. (HSN Code : 

8544)
No. of Coils packed in 

an Outer Box

20

12

12

8

4

RATNA CO-X: RR Kabel make Electrolytic grade solid annealed bare copper conductor gas 

injected physical polyethylene foam insulated, wrapped with Aluminium Mylar tape and Al alloy 

wire braided, Jelly flooded and PVC Jacketing in Black Colour, Co-Axial Industrial Cables. (HSN 

Code : 8544)

CAT 6

RG 59 F

RATNA LAN : RR Kabel make Solid bare copper conductor 4 Pair unshielded 

twisted pair (UTP) Industrial cables for Computer Lan Network with Grey colour 

& FR PVC Jacket. (HSN Code : 8544)

CAT 5e

305 Mtr.

8933

THE PRICES ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

Annealed Bare Copper Conductor Dia 0.5 MM (Rate / 100 Mtr. Coil)

RG 6 F RG 11 F

RATNACOM: RR Kabel make Solid Electrolytic annealed bare copper conductor Industrial Switchboard & 

Telephone Cables with high density polyethylene insulation, paired, polyester taped, Nylon Rip Cord and 

Grey colour sheathed with FR PVC, generally conform to "ITD specification S/WS 113 C" (HSN Code : 

Annealed Bare Copper Conductor Dia 0.4 MM (Rate / 90 Mtr. Coil)


